Dispensers — Removal & Installation (1)

To remove/install dispensers:

= Remove outer door, remove fascia panel & disconnect wire harness
from fascia panel.

= Disconnect wire harness from above dispenser, then remove wires
to wax motor & reed switch.

= Disconnect condensation tube (for older models with condensation
tubes in doors).

= Bend retainer tabs, the push dispenser inward toward tank. Protect
hand with towel as edges are sharp.

= Replace from inside of tank -- position O-ring seal and bend tabs to
secure. When replacing dispensers, lubricate O-rings with rinse-aid
& support inner doors to avoid damage if O-rings stick.
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CAUTION: Inner door edges are
sharp! Cover door edges and
remove dispenser carefully.




Dispensers — Removal & Installation (2)

For UC/12 and later dishwashers, condensation tubes were
moved (from dispensers) to the right side of tanks. This
required a change from vented dispensers to unvented

dispensers.

HINT: UC/12 model
condensation tubes
exit in the base behind

the sump. There is no
drain connection for
these tubes.
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HINT: Vented dispensers cannot be
used to replace unvented
dispensers. If they are, dishes won't
dry properly and there can be water
leaking inside dishwasher doors.

HINT: There are a limited number of
UC/11 dishwashers with condensation
tubes in tanks and with unvented
dispensers. Treat them like UC/12
dishwashers.




