MAIN CONTROL BOARD & ICC CONTROL BOARD SERVICE SHEET

O
h-
[}
N
o

I

£
[$]
o

£

v
o

L
=

=1
(8

£

w

o
£
=]
[ ]
f -
®
a
o
o
.6
€%
Qo
20
o0
©
.-
99
N
©
26
o2
2 ®
- -1
5
2o
0
o
S|
D o
oo

Failure to do so can result in death or

electrical shock.

Compressor:
‘Resistance at any 2 pins
approximately 6-7 Ohms

Compressor:
‘Resistance at any 2 pins
approximately 6-7 Ohms

Evap Fan:
pins 1 to 4 -
1400 to 1700 Ohms

RC & FC Thermistors
* Resistance at 32 degrees F
: 876K Ohms

RC Light bulb:
+ SXS - 3 bulbs at 40 W each
+ BTM : 3 bubs at 40 W each

FC Light bulb:
+ SXS - 2 bulbs at 40 W each
+BTM - 2 bub at 40 W

Air Door:

( Disconnected )
‘YL to RD wires
‘WH to BU wires

415145 Ohms
415145 Ohms

Bimetal / Defrost Heater:

+ Defrost Heater terminals - 19 to 27 Ohms
+ Bimetal below 10 degrees F - O Ohms

+ Bimetal above 53 degrees F - open circuit
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Builtin Refrigerator Trouble Shooting Tips

MAIN CONTROL SECTION

PROBLEM POSSIBLE CAUSE TEST PROCEDURE / ACTION
“Call Service”
icon lights & Either FC or RC Thermistor fails See Thermistor section.

alarm is sounding

Freezer
Compartment
(FC) too cold

FC conirol set {oo cold.

See Conirol Selting section.

Temperatures are -5°F in the FC ond 34°F in the RC

Refrigerator operaling in the "Mox Cool"
mode. Press the "Mox Cool" button to
relurn to normal operation.

FC thermistor

See Thermistor section.

FC thermistor wires reversed

See Thermistor section.

Main conirol board

See Main Control Boord section.

Freezer
Compartment
(FC) too warm

FC control set 100 warm

See Conirol Selting section.

FC thermistor

See Thermistor section.

Freezer light not shutting off.

See Door Switch section.

Evoporator fan not running or not running up to speed.

See Evoporofor Fon section.

Condenser fan nol running

See Condenser Fon section.

Frosi blocking evaporator air flow

See Evoporofor Fon section.

Main conirol board

See Main Control Boord section.

Compressor not operational

See Compressor section.

Inverter not operationol

See Inverier section.

Indicator light &
alarm_continue to
activate after
service has been
performed

The indicator lights have noi been reset.

See Alorm Resetl section.

No display, no
interior lights, can’t
change settings

Touch/ display board has lost power connection.

See Touch/ Display Boord section.

Main conirol board is nol supplying power {o the user inferface.

See Main Control Boord section.

Confrol is in the Holiday Mode. Conirol is powered off. Control board failure

Press the "Holiday Mode" button to return
to normal mode.

The FC or RC doors have been open for more than ten minutes.

See Door Open section.

Door light switch problem.

See Door Switch section.

Wiring issue. Bad connection, ect.

See Touch/Display section.

No /7 Low Ice

The modular icemoker or ihe ice level delector is not operating
properly.

See Modulor Ice Maker ond Ice Detecior
Service Sheet.

Not defrosting

Faulty Bimeial.

See Bimetal/ Defrost Heater section.

Faulty defrost heater.

See Bimetal/ Defrost Heater section.

Overtemp Alarm
door left open

Temperatures are 48°F in the RC or I5°F in the FC for more than
1.5 hrs ond Temp isn'i decreosing

See Over Temperature section.

The compressor or sealed system is not operaling.

See Compressor section.

The inverter is not operaling.

See Inverier section.

The evaporator fan is noi operating.

See Evoporofor Fon section.

The air _door is not operating.

See Air Door section.

Product does not
run

Control powered off

See Power Off Mode section.

No power 1o the conirol boord

Verify power to the control boord by using
the diagrom (poge |1).

Product is noisy

The noise is coming from ithe freezer section. The evaporator
fan_motor is binding, hitling, misaligned, or vibrating.

See Evoporofor Fon section.

The noise is coming from the unit compartment section. Condenser

fon blade is hifting or compressor is noisy.

See Condenser Fon ond/or Compressor section

Refrigerator
Compartment
(RC) too cold

RC control set oo cold

See Conirol Selting section.

RC thermistor

See Thermistor section.

Air_door siuck open. seal missing, damoged or reversed.

See Air Door section.

Main conirol board

See Main Control Boord section.

Refrigerator
Compartment
(RC) too warm

RC control set 100 warm

See Conirol Selting section.

RC thermistor

See Thermistor section.

Refrigerator lighi not shutting off.

See Door Switch section.

Air door sluck closed or inoperative. Reversed air door wires.

See Air Door section.

Blocked air flow

Check for ony restriction to the airflow in
the RC ond FC.

Warm FC temperature

Cold air for the RC is drawn from the FC.
Check for proper FC temperatures.
(see FC compartment too warm).

Reversed RC thermistor wiring

See Thermistor section.

Evoporator fan not running or not running up to speed

See Evoporofor Fon section.

Frosi blocking evaporator air flow

See Evoporalor Fan section.

Main conirol board

See Main Conirol Boord section.

Compressor not operational

See Compressor section.

Condenser fan noi operafional.

See Condenser Faon section.

Inverter noi operational

See Inverier section.
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Built-In Refrigerator Trouble Shooting Tips (Continued)

PROBLEM POSSIBLE CAUSE | TEST PROCEDURE / ACTION
ICC CONTROL SECTION
Verify pan settings Change 1o appropriate setting
Pan_thermistor failure See Thermisior section
Pan Air_door_stuck shut/open See Air Door_section
too Evap fan failure See Evoporafor Fon section
Warm/Cold Sealed system failure See Compressor_section
ICC control failure See ICC Conlrol Board section
Main_conirol failure See Main Control Boord section
COMPONENT TABLE
MAIN CONTROL SECTION
COMPONENT SYMPTOM TEST PROCEDURE / ACTION
(I)  Run control diognostics 10 check the oir door operation in step 6.
Stuck closed (2) A 12 Volts square wave is supplied 1o the air door in a series of short
pulses. It is nol possible to obtain a relicble voltage reading with a VOM.
(3) Check for the air door binding with the cover.
i (4) Disconnect power or unplug the product. Check the resistance of the air door motor
Inoperative : ) ; f - .
Air Door through the air door connector. The yellow wire to red wire and white wire to blue wire

should have a resistonce reading of 4I15Q.+45 Q.

Reversed wiring

(I) Reversed wiring at the air door or at the conirol boord will couse the air door {0 operate
exoclly contrary to the needs of the refrigerator. Verify the air door and cabinet wiring
is correct.

DO NOT DISCONNECT THE AIR DOOR WHILE THE CYCLE IS IN PROGRESS

Stuck open

(1) Look for ony kind of mechanical blockage.

Alarm Reset

The indicafor lights and alorm
continue to octivate ofter service
has been performed

Pressing the ALARM RESET will shut off the oudio olorm. The oudio alorm will not sound ogoin

until 0 new condition occurs or until o Moster Alorm Resel is performed.

(I) A Moster Alorm Reset can be performed by pressing the POWER (On/Off) twice or by
turning the power 1o the refrigerator off and on again.

(2) The indicator light will reccilvate ofter the ALARM RESET is pressed if the condition that
caused the alarm is slill present.

Bimetal /
Defrost Heater

Not defrosting

(1) Run control diognostics 1o check Bimetal status in step 7.

(2) "OI" indicates that the defrosi healer is energized/ bimelal is closed. "02"
indicates 1hat the defrost healer is energized/ bimetal is open.
The voltoge ot the defrost heoter terminals will be 120 volts AC.

(3) Disconnect power or unplug the product. Touch the ohmmeler fest leads o the

defrost heater terminals. The meier should indicate opproximately 19 to 27 Q.
Touch the ohmmeter test leads to the defrost

bimetal wire conneclors. With the bimetal below IO°F. the meler should indicale OQ.
with the bimetal above 53°F. the melfer should indicale an open circuit.

Either ihermistors have failed

Communication failure between Gemini, Phoenix,

Call service is a visual and audio signal that aleris the customer that the refrigeraior needs

Call ; service but only for specific failure modes, none of which are necessarily related fo performance.
Service and/or Moin Ul (1) Run conlrol diognostics 1o check the operation of components.
Alarm An over-temp condition occurs for (2) If a porticular component is nol operating properly, see thal individual component’s section.
3 hrs or_more
Call service indicalor only, no audible alarm The alorm needs to be resel. See Alarm Resei section.

(I) Check to moke sure that it is not on the T-minute deloy.

(2) Disconnect the power or unplug the product. Touch the ohmmeter lest leads to any two
| " pins al o lime. The meter should indicote approximately 6 to 7 Q. If no resistance
noperative is present replace compressor.

Compressor NEVER APPLY 120 VAC TO COMPRESSOR PINS

See Inverier section to check the inverier.

(1) If mechonical clanking noise is evident, reploce compressor.

Noisy (2) If the consumer is complaining abou! varying sound level, explain variable

speed operation of the compressor {0 consumer.

Condenser Fan

Noi operational / not running

(1) Run control diognostics 1o check condenser fan operatfion in step 4.

Blocked (2) The condenser fan runs independently of the compressor but is o constont speed motor.
oCke AC voltoge is supplied to the condenser fan by a reloy on main control board.
Noisy (I) Cneck for blade hils ond/or issues in Mounting system.

Control Setting

RC/FC conirol set too warm/too cold

Press "Set to Recommended” bution.

Door open Alarm

No display, no inferior lights

(1) If any door is open for more thon ten minutes. the control will turn off the light circuif.
This includes the control user interface in the RC. The user interface is powered down
when the RC door is closed ond is inactive. The Door Open indicator light will flash and
an audio alarm will sound.
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COMPONENT TABLE (CONTINUED)

COMPONENT SYMPTOM TEST PROCEDURE / ACTION
No display, no interior lights
Door switch |RC Comportmeni too warm Verify switch octivation. Replace if necessory.

FC Comportment too worm

(1) Run conirol diognostics to check the evaporator fan operation in step 3.

(2) Disconnect power or unplug the product. Touch the ohmmeler test leads to pins | ond
4 of the evoporaotor fan motor connector. The meter should indicate opproximately 1400
to 1700 Q.

(3) A failed evaporaior fon motor or any condition that can mimic o failed mofor will cause
the control to run the compressor I00% at 4500 RPM.

(4) If voltage is still present and the evaporafor fon is still not operaling, verify evaporaior
fon horness wiring (See Evoporator Fon-Improper Wiring section below).

Not running

Noi running up to speed

Open evoporalor fan feedback circuit

Evaporator fan
(1) Run conirol diognostics 1o check the defrosi system operation in step 7.
(2) The test mode con be used for o monual defrosi cycle to cleor the coil.

Fros! blacking evoporator air flow (3) A frost lood os the result of one or more doors being left open con loke severol doys
to clear.
(1) Verify the wires connecting from the square connector of the evoporator fon harness to the Cab
Improper wiring harness. WH/V 1o WH, YL/BK to YL, ond YL/RD to RD. BU is not connected to Cab horness
(2) If wiring is incorrect, order evoporator fon kit.
Noisy (1) Check for the evop fon misalignment.

(1) Check wires ond conneclors. Disconneci power or unplug product. Check resistonce given
. in the diogrom on page I.
Inoperative (2) Run control diognostics to check the thermistor operatfion in step I.

. Inoperative thermistor nirol rate in a R ry m
Thermistor (3) operalive thermisior causes control to operate in a Recovery mode

(1) The thermistor wires con be reversed in the connector at the main control boords. A quick
Reversed wiring way to confirm this is io remove ihe thermisior. Inifiale control diagnostics ond look for
a "2" in the oppropriate step, which is an indication of an open circuit for the thermistor.

(1) Check compressor connection from the inverter 1o make sure that it is secure.

(2) Volloge should be present from the inverter 1o the compressor.

Inverter Compressor not operational (3) If voltage from the main conirol board fo the inverter is preseni, no vollage out of

the inverter 1o the compressor, ond the compressor has opproximalely 6 to 7 Q, replace
the inverter.

(1) Check for loose terminals or connectors.

FC or RC comportment oo warm/too cold (2) Voltage should be present at the respective pin of the respective connector of the main
conirol board during operation.
No display. no interior lights, con't (3) If the proper voltage to the component in question is not present from the respective pin
chonge settings location on the main control boord during operation, reploce the Main control boord.
Main control (1) This connection supplies the moin control boord with power.
board (2) If the proper voltage to the main conirol boord is not preseni, check cobinet wiring ond
Product does not run power cord.

(3) If the proper vollage to the main control board is present ond the produci still does not
run, replace the main conirol boaord.

(1) Jump the red to yellow wire in the evaporator fon moior harness to check the 12 VDC fan

Evaporator fon motor does not run operation.

(2) If the fon runs offer jumping the wire. replace the main control board.

The overiemp alarm is a visual and audio signal thai alerts the cusiomer 1o unaccepiably warm

Overtemp Temperatures are 48°F in the RC femperatures in either comportment for more thon 1.5 hours. The frigger poinis are 48°F in
Alarm or I15°F in the FC for more the RC or I5°F in the FC. The corresponding temperalure disploy will flosh o indicate the
than 1.5 hrs problem comporiment., The oudio olorm stops if the temperaiures return fo normal but the
visual alorm will continue to flash until reset.
(1) Press the "Power on/off" button for 2 seconds.
Power Off Product does not run, no display, (2) If there is no response. unplug the refrigerator for 30 seconds.
Mode no interior lights, con't change settings (3) Plug in refrigerator and check for normal operation.

(4) Failed control boord. Run diognostic fest.

(1) Verify Touch/display board connection and wiring 10 the cabinei.

Touch / display |No display. no interior lights. (2) See Power Off made section.

board con'f change settings. (3) If control is in the Holiday mode. press the "Holidoy Mode" buiton {o return to normal mode.
ICC CONTROL SECTION
Air Door See page 3
Control (1) Verify thot food item isn't blocking aieflow adn/or touching thermistor.
Settings Pon too worm/too cold (2) Verify that pan comnections orn’t reversed ( right pan to left pan 1/0 or vice versa).
. Inoperative
Thermistor R 0 3 Wi (1) Refer 1o thermistor sections.
eversed Wiring
icc (1) Verify wiring, air door failure (see above).
(2) Verify thermister failure (see above).
CB‘:;‘::SI Pan to warm/too cold (3) Verify 1CC Control board failure.
Display No Display, no interior lights,
' ; 1) see obove
board Can’t chonge settings.} w v

NOTE: Refrigerator Compartment - RC
Freezer Compartment - FC
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