To raise right side of tank for circulation pump access:

% Remove one T-20 Torx screw from both rear corners holding tank to base (1) -- removing screw
from both sides allows tank to be blocked upward.

Remove right toe kick bracket by removing T-20 Torx screw (2).

Remove T-20 Torx screws from front right bottom corner holding tank to base (3).

Remove right hinge cover (4a), release right door tension cord from hinge (4b) & remove ground
wire (4c).

Raise and block up tank as shown with strut onto base (5a), sliding a piece of wood or other solid
material between the tank and base to keep tank from falling back onto base (5b).
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CAUTION: Its not recommended to
turn dishwashers upside-down for tank
access. When dishwashers are turned
upside-down, water can flow into the
diaphragm of the water fill assembly
and cause water to not fill properly.

Disassembly ’
To remove motor to access impeller or change complete pump:

% Disconnect wire harness from motor after carefully noting connections (7).

% For UC/11 & later models with softer bearing, lift up rubber straps from both sides of motor
(2). For older models, lift motor up from base.

% To release plastic latch on pump/motor housing, carefully push onto latch with screwdriver (3).

% To release motor from pump housing, twist motor to the right (clockwise). Some force may be
required. Capacitor should be ~ 11:00 position (4). Pull motor out from pump housing.

HINT: When replacing
complete circulation
pumps for softer bearing
models (UC/11 & later),
reusing existing front
pump  housings (&
discarding replacement
housings) can save time
by not having to change
hose clamps. [f desired,
order # 172272 hose
clamps & replace entire
pumps

CAUTION: Don't grab motor next to
the capacitor to avoid jamming your
hand on the capacitor.




